Barnacle Buster® is a safe, effective environmental solution to all your marine growth problems

**Barnacle Buster®** is a safe, non-toxic, and biodegradable marine growth remover. It is specifically formulated to meet an industry wide need for a fast, safe, & cost effective alternative to mechanical cleaning of water cooled equipment. With minimal dismantling of equipment required, **Barnacle Buster®** can safely be recirculated through sea water cooling systems, dissolving barnacles, zebra mussels, calcium, rust, lime and all other mineral deposits. Most applications can be completed within 4 hours!

**Barnacle Buster®** along with our Advance Descaling Technologies® have many advantages including rapid execution, low corrosion rates, & the ability to either spot clean or flush the entire system.

### Types of Applications

**Barnacle Buster®** can safely be used to remove marine growth from:

- Engines seawater cooling systems
- A/C & refrigeration cooling systems
- HULLS
- SEACOCKS
- SEA STRAINERS
- Boat bottoms
- All types of heat exchangers
- Bow thrusters
- Water makers
- Propellers
- Pumps
- PIPING

### Engine circulation chart

<table>
<thead>
<tr>
<th>ENGINE SIZE</th>
<th>HOURS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Light 10 – 250 Hp</td>
<td>1 to 2</td>
</tr>
<tr>
<td>Small 250 – 800 Hp</td>
<td>2 to 4</td>
</tr>
<tr>
<td>Medium 800- 1800 Hp</td>
<td>4 to 6</td>
</tr>
<tr>
<td>Large 1800 +</td>
<td>6 to 12</td>
</tr>
</tbody>
</table>

### Safety

- **Barnacle Buster®** is biodegradable & can be disposed of through regular sewer system.
- **Barnacle Buster®** is safe for your personnel
- **Barnacle Buster®** passed the California Fish Toxicity Assay Test, Department of Hazardous Substances (Title 22) and complies with NSF International standard 60.
- Based on current EPA guidelines, **Barnacle Buster®** is classified as non-flammable and meets all requirements regarding hazardous and dangerous materials.

### Availability

- 1 gallon , 5 gallon pail, 55 gallon drum
- or a 250 gallon tote tank

**Barnacle Buster®** is also available in a concentrated format: **Buster Concentrate’s®** dilution rate is 1:4 (1 part of Buster Concentrate in 4 parts of water). This dilution must be performed prior to all applications.

**FAST SAFE NON-TOXIC BIODEGRADABLE NON CORROSIVE NON HAZARDOUS**

---

**Dealer/Distributor Label**

**TRAC Ecological**

1103 Old Griffin Road, Ft. Lauderdale, FL 33004 USA

001.954.987.2722 Voice - 001.954.583.4933 Fax

www.TRAC-online.com ~ Info@TRAC-online.com